Protactive Enclosure feslliant seatad
shiutaft valveas ri'._‘ssu e
\ Relief Valve

3% min.
clearance
| SUS—
&% min.
I//..--'_‘-\-;_\\j |
PVC Schedule 200 Sleave . |
ane size larger {bypical) :;":Igr:t to
6 6 6 determined
after
installation
h“‘m.‘===. = of backflow
C.1.P., brass, ar copgor device

12" min; clearance -
30" max, ciearaﬂce_\\ | 0.5%
3O —

Water meter & box per
Std. Dwg, No. 722, 723
Fa4, 736, OR 728.

NOTES:

Fipe Suppart | .
See Nate 4 o
v R L
........... 2 - Ses Note 2 Length to be determined I
------------ | e After installation of backfiow dewvice il |
............ 3 i min: leatame A 12" clgarance
___________ = |
g sgje e bl el | \I EELR R 2z
i £3: i o gy
: Fu.‘:'rlt' 1 || ( - O ) Fy Flow i
- =R e - -y mw e o @ - e _JJ_._ _____ )
iy : Width equals
bttt ks | pipe diameter
LN euranu:rx‘ nlus 35"
/ g
g \
= bt Test Cocks
/ \

/ .-' fkl:l'_quall}xﬂp-hsuﬂe
Protective

POt ciearance for
nelosdre operation of valves

PLAN

1. The reduced pressure principal assembly shall be per City approved equals list, The size and model of the backfiow
preventer shall be determined for each installation. The entire assembly including the resilient seated shutoff
valves and the 4 test cocks shall be provided as a complete unit,

8]

The thrust blocks shall be required per Standard Drawing #704 for 4 inch diameter pipe and larger. All ring-tite or

flexible pipe with 2 diameter smaller than 4 inch shall require thrust blocks per City Engineer approval.

3. A protective enclosure, model BPE-200R by Pipeline Products or approved equals listshall be installed.

4. Al backflew preventers 2 inch or larger diameter shall be suppaorted by stainless steel pipe saddle brace with 4 inch
thick, 12 inch square concrete footing per City approved equal Tist,

5. A secondary pressure relief valve shall be installed behind the reduced pressure principal backfiow preventer installed
on existing water services, serving water heaters or boilers without secondary thermal expansion relief devices. The
secondary relief valve shall be a "Listed" device that has been listed by a nationaily recognized testing laboratory or
a5 approved by the Bullding Division. The secondary relief valve shall have a setting at or below the maximum
working pressure of the water heater device and shall be inspected by the building inspector.

6. Al backflow preventers must be tested by a certified backflow prevention device tester, A test and maintenance report
for the backfiow device must be received by the city prior to acceptance of public improvements, permit issuance or
occupancy as determined by the City Engineer,

7, Threaded installations shall include one three-part umon,
8. The installatian is required by Title 17 of the California Administrative Code, the Department of Health Services
Recommendations and Ordinance #232 of the City of Milpitas,
9, The protective enclosure shall be made up of NOT TO SCALE
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